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The Dust Free® Active Air Purifier is a compact, duct-mounted, air purifier that is effective at 
reducing dust, dander, odors and inactivates MS-2 bacteriophage virus. Designed for ease of 
installation into your central HVAC system.

UV light and ionization, actively seek 
out and reduce dust, dander, odors, and 
inactivates MS-2 bacteriophage virus.1

Active air purification 
technologies, germicidal 
UV and ionization, 
provide a comprehensive 
IAQ solution.

Meets UL 2998 no ozone standards and is 
CARB certified.

Meets and surpasses UL 
2998 no ozone standards. 
CARB certified.

Laboratory tested and 
effective against MS-2 
bacteriophage virus.1

Expanded range 
(20V-32V) ballast and 
3000V surge protection 
for increased electrical 
reliability.

Innovative carbon fiber 
brushes increase ion 
production.

Includes an auxiliary 
power port to easily 
install an additional 24V 
germicidal UV-C light to 
any HVAC system.

Integrated safety 
interlock switch prevents 
unit operation when not 
installed.

Reduces particulate 
matter such as dust and 
dander by improving 
the performance of your 
existing filtration system.

IAQ Technology. Ozone Free. Laboratory Tested. Reliability.

Ion Production. IAQ Expandable. SafetyImproves Existing 
Filtration
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The product and technologies described are not medical devices, and are not intended to diagnose, 
treat, cure, or prevent any disease or illness.

EPA Establishment No. 73316-TX-1

Dust Free® uses independent labs and universities for product testing.  
Visit http://www.dustfree.com/testing.

1. All third-party laboratory testing paid for by Dust Free®.

ZERO OZONE EMISSIONS - MEASURED OZONE EMISSIONS 
FROM DF ACTIVE 6" AND DF ACTIVE 12"  DURING USE 
PHASE DOES NOT EXCEED 0.005 PPM AS TESTED BY UL 867.

UL.COM/ECV
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IMAGES

SPECIFICATIONS

Active 6"
#13070

24V (Expanded range ballast: 20V-32V), 50/60Hz, 1.4A. 
3000V surge protection.

UL 2998 validated no ozone.
Meets California ozone emissions limit: CARB certified.

Water-resistant, 18,000 hour lamp.

7-yr power module. 4-yr core. 2-yr lamp.

Power Module 
8"H x 7"W x 9.5"L

Mounting Plate 
8"H x 7"W

Weight 
2.5 lbs.

Active 6"

Core 
#13074

UV Lamp 
#13076

Active 12"
#13071

Power Module 
8"H x 7"W x 14.5"L

Mounting Plate 
8"H x 7"W

Weight 
3 lbs.

Active 12"

Core 
#13075

UV Lamp 
#13077

Model

Electrical

Ozone

Lamp

Warranty

Size and Weight

Replacement Parts

The Active 12" is suitable for residential 
and commercial applications.

The Active 6" for residential applications 
up to 2.5 tons.

Reverse view of the Active 12" showing 
carbon fiber brushes along core.

Reverse view of the Active 6".

The Dust Free® Active 12” was tested and 
proven effective in the reduction of MS-2 
bacteriophage.

MS-2 bacteriophage is a positive-sense single-
stranded RNA virus that is often used as a 
substitute for noroviruses in studies of disease 
transmission. 

Read the full test report 
at https://dustfree.com/
product/active/

TEST RESULTS


